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Packaging Data
• Quantity: 1
• EAN/UPC/GTIN: 87 10895 95428 0
• Gross weight: .37 kg
• Tare weight: .13 kg
• Net weight: .24 kg
• Length: 285 mm
• Width: 200 mm
• Height: 90 mm

Inner Carton
• EAN/UPC/GTIN: 87 10895 97640 4
• Quantity: 2
• Gross weight: 1.08 kg
• Tare weight: .6 kg

• Net weight: .48 kg
• Length: 315 mm
• Width: 150 mm
• Height: 210 mm

Outer Carton
• EAN/UPC/GTIN: 87 10895 97641 1
• Quantity: 4
• Gross weight: 2.8 kg
• Tare weight: 1.84 kg
• Net weight: .96 kg
• Length: 330 mm
• Width: 325 mm
• Height: 235 mm
•

S-video cable
3.0 m  

Specifications

Issue date 2008-03-13

Version: 4.0.7

12 NC: 9082 100 07591
EAN: 87 10895 95428 0

© 2008 Koninklijke Philips Electronics N.V.
All Rights reserved.

Specifications are subject to change without notice. 
Trademarks are the property of Koninklijke Philips 
Electronics N.V. or their respective owners.

www.philips.com

Download
SWV6

Product

Copper b
This protec
interference

FPE Diele
Foam Polye
material th

100% alum
This protec
electromag

Solid high
This oxygen
accuracy in

Color-co
Color coded
into the cor

Easy grip
This non-sli
easy and er

Plug and 
Plug and pl
without tim

99.97% O
99.97% Ox
optimum si

ownload.
381/93

 highligh

raided sh
tive layer of
 for improv

ctric
thlene (FPE
at protects 

inum sh
tive layer of
netic interfe

 purity O
-free coppe
 signal tran

ded conne
 connection
rect inputs 

p grip make
gonomically

play
ay offers ea
e-consumin

FC solid 
ygen-free c
gnal quality
ielding
 copper blocks radio frequency 
ed signal quality.

) dielectric is a superior insulation 
against signal loss.

ielding
 aluminum guards against 
rence for improved signal quality.

FC
r conductor provides the highest 
sfer with minimal resistance.

ctors
s make it easy to install your cable 
and outputs

s connecting your components 
 comfortable.

sy installation of components 
g installations.

conducter
opper (OFC) cable core provides 
.

ts

http://www.philips.com


Free Manuals Download Website
h�p://myh66.com

h�p://usermanuals.us
h�p://www.somanuals.com

h�p://www.4manuals.cc
h�p://www.manual-lib.com
h�p://www.404manual.com
h�p://www.luxmanual.com

h�p://aubethermostatmanual.com
Golf course search by state

h�p://golfingnear.com
Email search by domain

h�p://emailbydomain.com
Auto manuals search

h�p://auto.somanuals.com
TV manuals search

h�p://tv.somanuals.com

http://myh66.com/
http://usermanuals.us/
http://www.somanuals.com/
http://www.4manuals.cc/
http://www.manual-lib.com/
http://www.404manual.com/
http://www.luxmanual.com/
http://aubethermostatmanual.com/
http://www.golfingnear.com/
http://emailbydomain.com/
http://auto.somanuals.com/
http://tv.somanuals.com/

