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Copyrights, Trademarks, and Disclaimer
© 2001 Compaq Computer Corporation

COMPAQ and the Compaq logo are registered with the U. S. Patent and 
Trademark Office.

iPAQ is a trademark of Compaq Information Technologies Group, L. P.

All other product names mentioned herein may be trademarks or registered 
trademarks of their respective companies.

Compaq shall not be liable for technical or editorial errors or omissions contained 
herein. The information in this document is subject to change without notice.

The information in this publication is subject to change without notice and is 
provided “AS IS” WITHOUT WARRANTY OF ANY KIND. THE ENTIRE RISK ARISING 
OUT OF THE USE OF THIS INFORMATION REMAINS WITH RECIPIENT. IN NO EVENT 
SHALL COMPAQ BE LIABLE FOR ANY DIRECT, CONSEQUENTIAL, INCIDENTAL, 
SPECIAL, PUNITIVE, OR OTHER DAMAGES WHATSOEVER (INCLUDING WITHOUT 
LIMITATION, DAMAGES FOR LOSS OF BUSINESS PROFITS, BUSINESS 
INTERRUPTION, OR LOSS OF BUSINESS INFORMATION), EVEN IF COMPAQ HAS 
BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. THE FOREGOING SHALL 
APPLY REGARDLESS OF THE NEGLIGENCE OR OTHER FAULT OF EITHER PARTY 
AND REGARDLESS OF WHETHER SUCH LIABILITY SOUNDS IN CONTRACT, 
NEGLIGENCE, TORT, OR ANY OTHER THEORY OF LEGAL LIABILITY, AND 
NOTWITHSTANDING ANY FAILURE OF ESSENTIAL PURPOSE OF ANY LIMITED 
REMEDY.

The limited warranties for Compaq products are exclusively set forth in the 
documentation accompanying such products. Nothing herein should be 
construed as constituting a further or additional warranty.
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First Edition (June 2001)
Part Number 251476-001
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Introduction
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Features and Benefits
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Features Benefits

Connect All 
Your 
Computers

Your switch is the center of the network, and you 
can connect up to five computers per switch on 
a single network. Every port on the Ethernet 
Switch can be used as an uplink port.

Easy-to-Read 
LEDs

Easy-to-read LED lights let you easily diagnose 
problems on the network and verify that all 
computers are connected properly.

High 
Performance 
Networking

• Your switch can achieve speeds up to 200 
Mbps in full duplex mode and seamlessly 
integrates with any combination of 10BaseT, 
100BaseTX, and 10/100 network adapters.

• Advanced Store and Forward technology 
manages and optimizes data transfer by 
efficiently channeling data to and from its 
intended destination.

• Embedded on-chip memory creates a flow 
control buffer to prevent data loss, even 
during heavy network traffic.
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What’s in the Box?
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What Else Do I Need?
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What’s in Front?
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LED (Color) Description

1 PWR (Green) On: System power on
Off: System power off

2 COL (Amber) Off: No collision
Flash: Collision

3 LINK/ACT (Green) On: Link up   Off: Link down
Flash: Data transmitting/receiving

4 100 (Amber) On: 100 Mbps
Unlighted: 10 Mbps
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What’s in Back?
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1 Five RJ-45 ports are available, each labeled with a port number. 
You can connect your Ethernet Switch to other hubs or switches 
using any port as an uplink port.

2 The DC-jack power socket accepts exactly DC +5V power from 
the AC adapter (included) with input of 100VAC and 50-60Hz.
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Connecting the Product

��2
����
.��
���������
.���
������
'2	���4


�����2
��
��(�
,��2
��
"�
.���
��2���
�������


	�
+	����9

$9 #���
.���
������
'2	���
��
�
����
������9

)9 !�����
��
���(��
����
��
��
6!
6��(��
��
��


�!:=���
��
��
���
(���
��
��
�2	���9
1



IPAQ NETWORKING 5 PORT 10/100 FAST ETHERNET AUTO SENSING SWITCH 11

@9 !�����
��
6!
6��(��
��
�
(�2�
�����9
2

�9 !�����
.���
����
��,�4
�2	����4
��
#!�


��:,.:��
��
��
(����
��
��
������
'2	���


��	�"
!��"��.
@
��
�
��,��
>���
	������?9
3

Note: The cable length between your Ethernet Switch and hub/PC 
should not exceed 100 meters. If you will operate at 10 Mbps 
speed, use a Category 3 or 5 cable. If you will run your 
network at 100 Mbps, use a Category 5 cable or better.

Note: Any type of hub or PC can connect to your Ethernet Switch by 
using straight-through wires (not included). You can connect 
your Ethernet Switch to other hubs or switches using any port 
as an uplink port, increasing the number of PCs you can add 
to your network.
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Technical Specifications

Model HNE-400

Port (5) RJ-45, auto senses 10/100 speeds and full/half duplex

Standards IEEE 802.3 10BaseT, IEEE 802.3u 100BaseTX, IEEE 802.3x

Certifications FCC Part 15B, CE

Cable 10BaseT Category 3 or better
100BaseTX Category 5 or better

Access 
Protocol

CSMA/CD

Data Rate Full Duplex 20 Mbps or 200 Mbps
Half Duplex 10 Mbps or 100 Mbps

LEDs Power (green) steady indicates power connection
Collision (amber) flashing indicates network collision
Link/Act (green) steady indicates network connection; 
flashing indicates data transfer
10/100 (yellow) steady indicates connection in 100BaseTX 
network, no light indicates connection in 10BaseT network

Dimensions 4.9 x 3.2 x 1.5 in (125 x 82 x 40 mm)

Unit Weight 4.7 oz (135 g)

Temperature Operating: - 0°C ~ 45°C 
Storage: - 20°C ~ 75°C
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Humidity: Operating: 10%-90% RH
Storage: 5% - 90% RH

External 
Power 
Adapter

+5VDC/1000mA

RJ-45 Pin Assignments:

Pin Port 1~5

1 Input Receive Data +

2 Input Receive Data -

3 Output Transmit Data+

6 Output Transmit Data-

4,5,7,8 Not used
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For More Information
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Technical Support

��
.��
��5
�
��2���	�"
(��,�+
���
�������
	�


��
����,������	�"
���	��4
!�+(�1
�����
����	���


��((���
���	�
����'��(��'�����'����������

B��
���
����
����
$:���:@%):�@��9



IPAQ NETWORKING 5 PORT 10/100 FAST ETHERNET AUTO SENSING SWITCH 15

Troubleshooting
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Glossary
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Regulatory Compliance
This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential installation. This equipment generates, 
uses, and can radiate radio frequency energy and, if not installed and used in accordance with 
the instructions, may cause harmful interference to radio communications. However, there is 
no guarantee that interference will not occur in a particular installation. If this equipment does 
cause harmful interference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct the interference by 
one or more of the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on a circuit different from that to which the receiver is 
connected.

Consult the dealer or an experienced radio or television technician for help.

Modifications

The FCC requires the user to be notified that any changes or modifications made to this device 
that are not expressly approved by Compaq Computer Corporation may void the user's 
authority to operate the equipment.

Declaration of Conformity for products marked with the FCC logo - 
United States only

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) this device may not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause undesired operation.
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For questions regarding this product, contact:

Compaq Computer Corporation
P. O. Box 692000, Mail Stop 530113
Houston, Texas 77269-2000

Or, call 1-800-652-6672 (1-800-OK COMPAQ) 

For questions regarding this FCC declaration, contact:

Compaq Computer Corporation 
P. O. Box 692000, Mail Stop 510101
Houston, Texas 77269-2000

Or, call (281) 514-3333

To identify this product, refer to the part, series, or model number found on the product.
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